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Ole Wolff Elektronik A/S, Roedengvej 14, 4180 Sorø
T: +45 5783 3830 | sales@owolff.com

OWA7030 - series
Air coil inductors

Characteristics
Test Voltage
Parameters Test Temp 25°C
Operation Temp (Incl temp rise) -40°C to +125°C
Storage Temp 0 to 40°C
Storage Humidity <70% RH
Resistance to Soldering Heat 260°C for 10 sec
Rated Current
Temperature rise 40°C typ. at Irms

Features
High Q
High current handling
Low loss
Low DCR

Applications
Base Stations
LNAs and LNBs for satellite
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OWA7030-06T 17.50 4.50 - 4.00
100 2200

Request

samples

OWA7030-07T 22.00 5.00 - 4.00
100 2000

Request

samples

OWA7030-08T 28.00 5.60 - 4.00
100 1800

Request

samples

OWA7030-09T 35.50 6.80 - 4.00
100 1200

Request

samples

OWA7030-10T 43.50 7.20 - 4.00
100 1000

Request

samples

Product ID Inductance [uH] DCR [mOhm] Isat [A] Irms [A] Irated [mA] Idc max [mA] Q (min) SRF [MHz] Samples
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https://products.owolff.com/page348.aspx?recordid348=1064&refinductor=5792
https://products.owolff.com/request-samples?PartNumber=OWA7030-06T
https://products.owolff.com/page348.aspx?recordid348=1064&refinductor=5793
https://products.owolff.com/request-samples?PartNumber=OWA7030-07T
https://products.owolff.com/page348.aspx?recordid348=1064&refinductor=5794
https://products.owolff.com/request-samples?PartNumber=OWA7030-08T
https://products.owolff.com/page348.aspx?recordid348=1064&refinductor=5795
https://products.owolff.com/request-samples?PartNumber=OWA7030-09T
https://products.owolff.com/page348.aspx?recordid348=1064&refinductor=5796
https://products.owolff.com/request-samples?PartNumber=OWA7030-10T

