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Ole Wolff Elektronik A/S, Roedengvej 14, 4180 Sorø
T: +45 5783 3830 | sales@owolff.com

OWIHP1809FS - series
Fe-Si alloy molded

Characteristics
Test Voltage 1.0V
Parameters Test Temp 25°C
Operation Temp (Incl temp rise) -55°C to +150°C
Storage Temp 0 to 40°C
Storage Humidity <70% RH
Resistance to Soldering Heat 260°C for 10 sec
Rated Current L drops off 25% typ at Isat
Temperature rise 40°C typ. at Irms

Features
Excellent EMC performance
Large saturation current
Operating temperature -50°C To 150°C
Class H flat copper wire winding.
Resistance to reflow soldering with 260°C
RoHS & REACH compliance
Reel packing method for SMT process
Stability performance and consistency
Insulation voltage N-C: 400Vac

Applications
For electrical vehicles 
Photovoltaic products
Wind energy products
Energy storage inductors
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OWIHP1809FS-100M 10.00 7.00 35.00 18.00
75 10,5

Request

samples

OWIHP1809FS-150M 15.00 9.00 25.00 16.00
75 8,2

Request

samples

OWIHP1809FS-220M 15.00 14.00 20.00 13.00
75 6,6

Request

samples

Product ID Inductance [uH] DCR [mOhm] Isat [A] Irms [A] Irated [mA] Idc max [mA] Q (min) SRF [MHz] Samples

Ole Wolff Elektronik A/S | Roedengvej 14, 4180 Soroe, DK Denmark | +45 5783 3830 | sales@owolff.com

https://products.owolff.com/page348.aspx?recordid348=1142&refinductor=6610
https://products.owolff.com/request-samples?PartNumber=OWIHP1809FS-100M
https://products.owolff.com/page348.aspx?recordid348=1142&refinductor=6611
https://products.owolff.com/request-samples?PartNumber=OWIHP1809FS-150M
https://products.owolff.com/page348.aspx?recordid348=1142&refinductor=6612
https://products.owolff.com/request-samples?PartNumber=OWIHP1809FS-220M

